
Finishes Text black R9005

BOND

Bond_Head
topLED CRI 80 | 220-240 V
11 W DC - 12 W AC

Ø 197

101 54

Opt 3000K  1350 lmS - 970 lmD
DI 8660

Bond
topLED CRI 80 | 220-240 V 
11 W DC - 12 W AC

Ø 197

203
53

Ø 60

Bond
topLED CRI 80 | 220-240 V
11 W DC - 12 W AC

Ø 197

503

53

Ø 60

Bond
topLED CRI 80 | 220-240 V
11 W DC - 12 W AC

Ø 197

803

53

Ø 60

Opt 3000K  1350 lmS - 970 lmD
DI 8663

Opt 3000K  1350 lmS - 970 lmD
DI 8666

Opt 3000K  1350 lmS - 970 lmD
DI 8669

Accessories

Bond_Head 8660M - 8660
KIT0083

Kit IP68 included (1x) 8663 - 8666 - 8669

551

IP65 NEW

0,3m 

IP65 NEWIP65 NEWIP65 NEW

Opt 2700K 1256 lmS - 921 lmD
DI 8663M

Opt 2700K 1256 lmS - 921 lmD
DI 8666M

Opt 2700K 1256 lmS - 921 lmD
DI 8669M

Opt 2700K 1256 lmS - 921 lmD
DI 8660M

Connector IP68 kit

Pole head in black polycarbonate. 
Polyethylene diffuser. Black Bayblend® pole support.

Tête de mât en polycarbonate noir. Diffuseur en polyéthylène. 
Support de mât en Bayblend® noir.
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