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EMERA L - ROUND
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EMERA S - ROUND

EMERA M - ROUND

EMERA L - ROUND

EMERA M - SQUARE

EMERA L - SQUARE

EMERA S - SQUARE

EMERA
IT MATERIALE: 
Corpo in alluminio anticorodal
Diffusore in PMMA opalino

FR MATÉRIEL: 
Corps en aluminium anticorodal
Diffuseur en PMMA opalin

ES MATERIAL: 
Cuerpo de aluminio anticorodal
Difusor en PMMA opalino

EN MATERIAL: 
Anticorodal aluminium body
Opal PMMA diffuser

DE MATERIAL: 
Anticorodal Aluminiumkörper
Opaler PMMA-Diffusor

Interno

Monoemis R

Incasso So�tto

Proiettore So�tto

Incasso Paviento

Proiettore  Paviento
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TECHNICAL DATA

Power absorption

S version
4,5W (24Vdc) 
4W (230Vac)

M version
6,5W (24Vdc) 
6W (230Vac)

L version
9W (24Vdc) 
8W (230Vac)

Real output flux
Flusso reale emesso | Flux réel émis 
Tatsächlich emittierter Lichtfluss | Flujo emitido real

S version
4,5W 319lm
4W 271lm

M version
6,5W 478lm 
6W 421lm

L version
9W 665lm 
8W 572lm

Power supply
Alimentatore | Alimentations
Netzteil | Alimentadores

24Vdc Not included

230Vac Integrated electronics

Finishing
Finiture | Finition
Feinbearbeitung | Acabado

.02 White, .05 Grey, .08 Black 

EMERA

IT INSTALLAZIONE: 
A incasso su cartongesso o legno tramite molle (incluse)

FR INSTALLATION: 
À encastrer sur placoplâtre ou bois par ressorts (incluse) 

ES INSTALACIÓN: 
Empotrable en pladur o madera con muelles (incluidos)

EN INSTALLATION: 
Recessed on plasterboard or wood with springs (included)

DE INSTALLATION: 
Einbau in Gipskarton- oder Holzdecke mit Federn (inkludiert)

24Vdc 230Vac

L80B10 
50.000h
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→ Surge Protection p. 560 | PSU from p. 554

4,5W (24Vdc)
4W (230Vac)

EMERA S - R

54 mm
24Vdc 230Vac

IK06IP40 P

52O

68O

  2
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24Vdc

52O

68O
  2

  3
8

230Vac

4,5W (24Vdc)
4W (230Vac)

EMERA S - S

54 mm
24Vdc 230Vac

IK06IP40 P

52O

  2
  2

0 68
q

24Vdc

52O

  2

68
q

  3
8

230Vac

OPTIONS CODE SUPPLY LED COLOR OPTICS CABLE FINISHING

EMERA S - R EME11 ... ... 4 ... ...

EMERA S - S EME21 ... ... 4 ... ...

2  24Vdc 2 2700 K 4 Diffused A 25cm .02  

3  230Vac 3 3000 K C 5m .05  

4 4000 K D 10m .08

Q /

24Vdc only

230Vac only
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P

6,5W (24Vdc)
6W (230Vac)

EMERA M - R

67 mm
24Vdc 230Vac

IK06IP40

20
2

84O

65O

24Vdc

2

84O

65O

37

230Vac

P

6,5W (24Vdc)
6W (230Vac)

EMERA M - S

67 mm
24Vdc 230Vac

IK06IP40

65O

2

84
q

20

24Vdc

65O

37
2

84
q

230Vac

OPTIONS CODE SUPPLY LED COLOR OPTICS CABLE FINISHING

EMERA M - R EME12 ... ... 4 ... ...

EMERA M - S EME22 ... ... 4 ... ...

2  24Vdc 2 2700 K 4 Diffused A 25cm .02  

3  230Vac 3 3000 K C 5m .05  

4 4000 K D 10m .08

Q /

24Vdc only

230Vac only
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→ Surge Protection p. 560 | PSU from p. 554

P

9W (24Vdc)
8W (230Vac)

EMERA L - R

89 mm
24Vdc 230Vac

IK06IP40

85O

99O

2320
2

85O

99O

23

2
38

24Vdc

230Vac

P

9W (24Vdc)
8W (230Vac)

EMERA L - S

89 mm
24Vdc 230Vac

IK06IP40

85O

  3
19

q 99

23

85O

  3

q 99

2338

24Vdc

230Vac

OPTIONS CODE SUPPLY LED COLOR OPTICS CABLE FINISHING

EMERA L - R EME13 ... ... 4 ... ...

EMERA L - S EME23 ... ... 4 ... ...

2  24Vdc 2 2700 K 4 Diffused A 25cm .02  

3  230Vac 3 3000 K C 5m .05  

4 4000 K D 10m .08

Q /

24Vdc only

230Vac only
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